NOTES:
1. SANITARY TANK HATCH SHALL BE OPW 269 4" DIA.
   SELF-CLOSING, FOOT OPERATIONAL AND/OR SPRING/WEIGHTED COVER, OR APPROVED EQUAL.
   OPENING SHALL BE FLUSH WITH TO BASE/GRADE OF CONTAINED AREA.

2. IF WATER SERVICE IS TO BE PROVIDED ALL STEPS SHALL
   BE TAKEN TO FOLLOW STATE & FEDERAL LAWS FOR
   PROPER USE OF CULINARY WATER AROUND OPEN
   WASTE RV DUMP STATIONS.

3. THE CITY RESERVES THE RIGHT TO VERIFY, APPROVE,
   OR DENY THE LOCATION OF ANY PROPOSED RV DUMP
   STATION DUE TO PROXIMITY TO A STORM WATER CATCH
   BASIN.

MIN. 12"x18" MOUNTED 3'
ABOVE ISLAND SLAB

SIGN TO BE POSTED AT SEWER DUMP LOCATION
TO READ AS FOLLOWS:
"Pursuant to the Cedar City Pretreatment Ordinance
30a-2.1 and 40 CFR 403.5, it is illegal to cause hazardous
or harmful materials to enter the city sanitary sewer."

FL ELEVATION
INFRONT OF CURB

CURB

FROST LINE

90° ELBOW

SANITARY TANK
HATCH SEE NOTE 1

HATCH OPENING
FLUSH w/ BASE
OF CONTAINED AREA.

4" GALVANIZED STEEL PIPE
WRAPPED w/ 3M ALL-WEATHER
CORROSION TAPE 50

"Pursuant to the Cedar City Pretreatment Ordinance
30a-2.1 and 40 CFR 403.5, it is illegal to cause hazardous
or harmful materials to enter the city sanitary sewer."

PLAN VIEW
N.T.S.

RV DUMP STATION DETAIL
N.T.S.